FIG.1 



CONCEPTUAL DIAGRAM OF PRESENT INVENTION 



©SENSORS, OR DATA CARRIERS HAVING FUNCTION FOR SYNTHESIZING 
VOICES ARE EMBEDDED IN FIRE ALARM BOXES, ELECTRIC HOME 
APPLIANCES ETC. 



y(DAUTONOMOUS AGENT ETC. 
i G.e. BALLOON CONTROLED WITH A COMPUTER) 
I TRAVEL TO START UP INFORMATION COLLECTING 
I PROGRAM OF DATA CARRIER 
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©VOICES OR BODY TEMPERATURES OF 

CONFINED HUMAN BEINGS ARE COLLECTED, 
AND ACCUMULATED 




©AUTONOMOUS AGENTS ETC. 
TRAVEL AGAIN TO COLLECT 
INFORMATION OF DATA CARRERS 
THEREBY UTILIZING INFORMATION 
FOR RESCUE ACTIVITY 



HUMAN BEING WATTING FOR RESCUE 



HUMAN BEING ACTING FOR RESCUE 




STRUCTURE OF TAG (DATA CARRIER) 
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SENSOR, VOICE OUTPUT, ACTUATOR ETC. 
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ANTENNA 



RF 
SECTION 



ELECTRIC 
POWER 
SUPPLY 
SECTION 
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IN RF SECTION, ESSENTIAL 
OPERATION SUCH AS ID RESPONSE 
CAN BE MADE WITHOUT USING 
ELECTRIC POWER SUPPLY 



STARTUP OF CPU EXHIBITING 
HIGH POWER CONSUMPTION IS 
CONTROLLED BY RF SECTION 




MEMORY CAN DOWNLOAD 
ARBrTRARY USER PROGRAM, 
AND IS EXECUTABLE 



